LATCH PROTECTORS

DR385
- For use on Cylindrical or Mortise Lockset
- Heavy duty 12 gauge steel
- Jamb pin prevents prying of door
- Furnished with Carriage Bolts & Capnuts
- SIZE: 3” X 11”

REVERSIBLE

DR385A
- For use on Cylindrical Lockset
- Pre-Punched for ease of installation
- Heavy duty 12 gauge steel
- Jamb pin prevents prying of door
- Furnished with Carriage Bolts & Capnuts
- SIZE: 3” X 11”

REVERSIBLE

DR385L
- For use on Cylindrical or Mortise Lockset
- Jamb pin prevents prying of door
- Furnished with Carriage Bolts & Capnuts
- Finishes Available: 28, Duro
- SIZE: 3 1/2” X 11 3/4”

DR385S
- Finishes Available: 26D, 3, 28, Duro
- SIZE: 2 3/4” X 7”

DR385AL
- For use on Cylindrical Lockset
- For 3-1/2” Rose
- Pre-Punched for ease of installation
- Heavy duty 12 gauge steel
- Jamb pin prevents prying of door
- Furnished with Carriage Bolts & Capnuts
- SIZE: 3” X 11”

REVERSIBLE

DR386
- For use on Aluminum entrance doors
- Heavy duty 12 gauge steel
- 1-1/2” hole to suit mortise cylinder
- Furnished with Carriage Bolts & Capnuts
- SIZE: 2-5/8” X 12”

REVERSIBLE
**LATCH PROTECTORS**

**DR386A**
- For outswing doors
- Furnished with Carriage Bolts & Capnuts
- Finishes Available: 26D, 3, 28, Duro
- SIZE: 3 1/2” X 6 1/2”

**DR387**
- For use on Cylindrical Lockset
- Pre-Punched to fit around rose
- Made to suit narrow style door frames
- Heavy duty 12 gauge steel
- Furnished with Carriage Bolts & Capnuts
- SIZE: 2-5/8” X 6”

**DR388**
- For use on doors not flush with frame face 3/8” offset
- Furnished with Carriage Bolts & Capnuts
- SIZE: 1-7/8” X 14”

**DR388A**
- For use on doors not flush with frame face 1/2” offset
- Furnished with Carriage Bolts & Capnuts
- SIZE: 1-7/8” X 14”

**DR389**
- For use on Cylindrical Lock preparation
- Heavy duty 12 gauge steel
- Furnished with Carriage Bolts & Capnuts
- SIZE: 1-1/2” X 6”

**DR390**
- For use on Mortise Lock preparation
- Made to suit Rose or Escutcheon, 3-1/2” wide or less
- Heavy duty 12 gauge steel
- Furnished with Carriage Bolts & Capnuts
- SIZE: 1-1/2” X 10”

**DR391**
- For In-Swinging door, 6” high for Cylindrical Lockset
- Made to resist jimmying & prying or use of credit card
- Comes with one way screws

**DR391A**
- For In-Swinging door, 12” high for Mortise Lockset
- Made to resist jimmying & prying or use of credit card
- Comes with one way screws

AVAILABLE IN ZINC PLATED, STAINLESS STEEL (32D), DURONAUTIC, OIL RUBBED BRONZE (10B), AND BRIGHT BRASS (3)
LATCH PROTECTORS

**DR391B**
- Interlocking for In-Swinging doors
- Supplied with screws
- Finishes Available: 26D, 3, 28, Duro
- SIZE: 5/8” X 7”

**DR394**
- Cylinder Pull for use on Deadlock Cylinders
- Eliminates need for separate pull
- Installs easily under Cylinder Rose, 1-1/4” hole

**DR392**
- Protects Cylinder on Aluminum Doors
- Heavy duty 12 gauge steel
- Reversible, Vertically Adjustable
- Resists drilling or screwing of cylinder
- Furnished with Carriage Bolts & Capnuts
- 1/4” Offset

**DR394A**
- Cylinder Pull for use on Deadlock Cylinders
- Eliminates need for separate pull
- Installs easily under Cylinder Rose, 1-1/2” hole

**DR392A**
- Protects Cylinder on Aluminum Doors
- Heavy duty 12 gauge steel
- Reversible, Vertically Adjustable
- Resists drilling or screwing of cylinder
- Furnished with Carriage Bolts & Capnuts
- 1/2” Offset

**DR395**
- For use on Cylindrical Lockset
- Heavy duty 12 gauge steel
- Furnished with Carriage Bolts & Capnuts
- SIZE: 6-1/4” X 7”

**DR393**
- Cylinder Pull for use on Deadlock Cylinders
- Heavy duty 12 gauge steel
- Eliminates need for separate pull
- Installs easily under Cylinder Rose, 1-1/4” hole
- SIZE: 6-3/4” X 3-1/2”

**DR393A**
- Cylinder Pull for use on Deadlock Cylinders
- Heavy duty 12 gauge steel
- Eliminates need for separate pull
- Pull when dogged
- Installs easily under Cylinder Rose, 1-1/2” hole
- SIZE: 6-3/4” X 3-1/2”